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1.0 INTRODUCTIOR

This is a quarterly report of testing accomplished during the perfod
January through March 1956 for Picatinny Arsenal under Contract No, DAI-19-
020-801-ORD-(P)-58, and is deaignated as NN-Q-4. The first, second, and
third quarterly reports were designated ag NN-Q-1, NN-Q-2, aad NN-Q-‘S. A
tinz] report which will summarize and evalimte all Idur quarterly reports will
be submitted in the near future. |
2.0 OBJECT OF TEST

These tests ware conducted to determine Free-Air blast of experimental
samples consisting of RDX/TNT/Aluminum {n various proportions, wdghlng ap-
proximatsly one pound each. The test samples were apherical in shape and un-
cased. Fourteen (14) compoaitions were tested in this phase,

3.0 CHARGE DATA

3.1 This report details the test data snd results of the fourth group of HE
charges shipped to National for test. This fourth growp cox:;auted of m bundred
and forty ;oundég or fourteen series of ten rounds each. One of the fourteen ser-
les was TNT which was 'qsed as & control sample. The remainiag thirteen series
were naw compositionq.

3.3 The spherical charge data are as follows: ,

Shabe: Spherical, 3 1/4" diameter, and cast in mold described by
Drwg. No. SK 43375, | h

Booster: 1" x 1" tetryl pellet having a 0!'318 dizémeter central cavity.
This pellet was located in the center of the cast spherical :barge. .

Initintor: A No. 8 electric blasting cap was used to initiate the tetryl

booster on each except 5 of the TNT and 5 of the HBX-1 charges {¢ode A and X-1)
where U. S. Special Engineers slectric blasting caps were used to determine whether

the No, 8blasting cap was marginalfor high order mltigtion.
- Contidential
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3.3 The composition and welght data awplied by Picatinny Arsenal:

No. HE % % % D-2 Average ®Average
Charges Code RDX TINT Al Wax W (graws)  Density
10 A -~ 100 .- - 460 1.58
10 BBB 61 29 10 .- 803 1.72
10 ccce 52 28 20 . - 538 1.81
10 DD 41. 27.6 28 -- 540 1. 85
10 EE 43 27 0 - 550 1.88
10 FF 34 26 40 - sd1 1. 92
10 I 66 24 10 - 805 1.73
10 3J 56.8 23.5 20 -- 529 1.81
10 KK 52 23 as .- 542 1. 86
10 LL 47.5 2.5 XN - 529 1.81
10 MM 38 22 40 - 552 1. 89
10 " X-1 40 38 1 5 454 1. 69
10 *X-3 31 29 3% ) 528 1.81
10 **X-6 45 30 20 § 500 1.7

'Computbd by National using a 292 ce volume. ,
**Noted by Picatinny as standard HBX-1, HBX-3, and HBX-6 for X-1, X-3, and
X-6 respectively. In addition these 3 items have 0.5% of CaCly added.
3.4 Ten (10) spherical TNT charges remain on hamd at Nationzl. These will
be used for control samples oa future firings.

4.0 TEST EQUIPMENT

‘The static blast tests of the l@jeci charges were conducted at National's
Halifax Range at the Free-Air Blast Site, Thu.sm consists of a quad -~ instrument
arrangement for detecting blast from a single charge. Details of this site and the
Semi-Confined Blaat Site (used to evaluate HE blast having partial coafinement) are
reported in National's Report NN-P-30 of July 1935 entitled "Blast Evaluation of
Bare and Cased High Explosives”. The detalls and instrumentation of the Fres-Alr
Biast Site are briefly as follows:

4.1 Charge. The charge is placed 9 ft. above ground level. The axis of a
cylindrical charge or projectile is always placed at 45 %from the vertical and hor-
izontal plane. In these tests, with the charges being spherical, the cap cavity was
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Cesiideutnl 3.
pleced iacing up in the vertical plane,

4.2 Gauges. Four detectors are located, each in diiferent quadrants, arcund
the charge and at varfous distances from it. Each instrument is placed to receive
the {rees-air blast (incident) wave, i.e., no reinforcemssnt from raflected or Mach
waves. These four detectors are as follows:

4.2.1 Pendulum Gauge, Designed by National to record aa fategration

of pressure-time. It iz 200 lhs, In welght, and 2 ft. square. The charge centar is
located 3 ft. from it.
4.3.2 Catenary Tiaphragm. Developed for use in the determination of

high-explosive blast to record pressure-time, side~-on to the blast wave and 6' 8"
from the ckarge’s center.

4,2.3 Follmeter. National's modification of the Bikini Gauge used to
record peak preassure, face-on to the bisst front at § feet from the charge's center.
Foll is 1'0025-8 alurainum.

4.2.4 " N-T-C, Designed by National as a possible means for corre-
lating with aircraft damage beyoud an over-kill arez. The gauge is 5" in diameter,
facing the charge, and has steel tubular compartments ‘T-C) 6" in length with
'0026-3 aluminum foil between compartments. The face of No. 1 compartment is
8 ft. from the chargae's center.

5.0 TEST RESULTS

5.1 Detalled recordings of the individual charges are listed in the enclosed

Tablea I ~ IV inclusive, and are summarized as follows:
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Code

BBB
cee

X-8

3

LL

MM
X-1
X-3
X-6

Code

A
BBB
ccce
DD

Corficenkial

Free-Air Blast,1 Ib. Bare Spherical Charges

High Exploaive Compoaition

B2 BCalCL,

%RDX HINT %Al Wax Added
~— 100 ca - -
61 29 10 - -
52 28 20 - --
47.6 27.5 25 -- -
43 27 36 e --
34 26 40 -~ -
8¢ 24 10 -- --
56.5 23.5 20 .- --
62 23 25 ae --
47.5 22.5 30 -~ --
38 22 40 - -
40 38 17 § 0.5
31 29 35 5 0.5
45 30 20 § 0.5

Free-Air Blast Readlags, Averages
Pendulum Catenary

(degrees) Follmeter 5"N-T-C & psi
16.6 8.0 4.9 22.1
18.9 9.1 6.2 25.1
21.7 9.1 7.2 25.6
21.9 9.4 7.2 25.9
22.1 9.3 1.0 25.6
21.0 9.3 7.3 25.8
20.0 8.1 8.4 24. 4
21.9 8.4 8.8 25.7
21.3 9.9 6.9 25.17
20.9 9.8 7.0 25.3
21.90 8.3 6.9 25.2
19.6 8.1 6.6 24,17
20.6 8.2 8.7 25.5
19.8 9.4 6.7 25.4

Thw above teb)es of averages ars {or the following number of rounds:

Pendulux Follmeter 3'N-T-C Catenary
10 10 10 9
16 i0 10 9
i 10 10 9
iu i0 10 8

8 i0 i0 8

EE
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HE
Code. Pendumm  Follmeter ~  SMT-C Calomary
FF 9 10 10 8
14 8 P 8 5
JJ 10 16 10 8
KK 10 10 10 2
LL 10 10 10 9
MM 10 10 10 9
X-1 10 10 10 9
X-$ 10 10 10 @
X-6 10 10 10 9

$.2 The average datz for the items uasing both the No. 8 and the U3A Special
Engineers electric bisating caps are listed for comparison:

HE No. Free-Air Blast Readings (Averages)
Code Rds. Initiator Pendulum  Foilmster §"N-T-C Catenzry
A 10 No. 8 36.1 7.8 4.1 28.1
A 10 No. & 16.8 8.1 48 21.5
A 10 No. 8 16.8 8.0 4.6 2.4
A 5 No. 8 16.8 8.0 8.4 22.0
A 5 U3A 16. 4 8.0 44 22.2
X-1 b No. 8 19.6 9.4 6.6 24.7
X-1 8 USA 19. 7 8.8 8.4 24.8

The first 3 linea of HE code A listed above weare taken from ths three quarterly re-
ports NN-Q-I, NN-Q-Z,and NN-Q-4 regpectively. Code A is TNT and code X-1 {8
HBX“I*

6.0 CONCLUSIONS

6.1 The results of the Free-Alr blast performance tests on tha RDX/TNT/
Al compositions indicate that:
{1) A50% RDX, 25 -~ 30% TNT, and 20 - 26% Al composition i3 the best
free-air blast producer. This confirms the conclusion made in NN-Q-3.
(2) Code DD composition was the best perforner in the {ourth series re-
ported herein. It had the highest blast readings in 2 of t"e ¢ momitors. Itc tom-
position ia 47.6,27, 5/25 RDX/TNT/AL.

(3) The addition of D-2 wax to compositions detractad from its blast per-

forwnance.
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8.2 The No. 8 electric blasting cap provided sulficient energy for high
order detonations of the booster pellets used in these tests.
7.0 WORK STATUS
7.1 This report is the fourth quarterly report.

7.2 Ons hundred and forty (140 rounds were fired during thio fourth quarter
( 5ilman-hours).
Note: The man-hour figure is tiwough March 1956,
7.3 Ten (10) rouvnds of spharical TNT remain on hand &t Naiional,
7.4 A summary report of the four quarterly reports will he issued about
ane month after the release of this report.
8.0 DETAILED TEST DATA

8.1 Tablel. Free-Air Pendulum

RE Pendulum Readin
Code RE& T 23 4 & 8 T 8 9§ 10 Average
A 18 17.516 16.516 17 16 16.5 16.9 16 16. 6
BBB 22 321 18.¢ 21 19.5 20 19.8 18 20 19.6 10.9
cCC 22 22 21 20.5631.521 22 21.5 21.9 22.5 21.7
DD 22 22.5 21 20.521.523 22.5 23 21.% 23 21.9
EE 24 - 18.522 25 23 22.% 21.5 22 a1 22, 1
FF 21 -~ 21 20.6 20.5 21.5 22 21 21.5 20 21.0
I 20 20 18 20 20 -- 20,5 20 20 20.5 20. 90
JJ 24 21 21 22.5 20.5 22 23 22 2.5 21 21.9
KK 23 19 21 20 20.5 22.5 20 23.0 22.5 21 21.3
LL 22.521 20.5 20 20 21.523 21.5 20.5 20.5 20.8
MM 23 19 20.5 20.5 21 22.521.5 20 21 21 23.0
X-1 22.5 18 18.5 19 19.0 20.5 18.5 19 20 16.5 19. 6
X-3 23 20 20.5 20 19.5 21.5 21 2 18.5 30 20. 8
X-8 21 18 20 20 20 21 20 18.5 20 19 18.8

Note: Rds. 8- 10 on code A and X-1 had U.S. A. Special Engineers blasting caps.
All others had No. 8 electric.
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8.2 Teble M, Follmeter

HE Foilmeter Readings '
Code ®&: I Z § 4 5 8 T 8§ 8 10 Averaze
A 8 8 B 8 8 8 8 8 8 8 8.¢
BBB 9 9 8 9 8 9 10 8 98 10 9.1
c¢ee 10 8 9 9 2 ¢ 9 9 9 10 9.1
DD 10 8 10 8 10 9 10 8 9 10 9.4
EE 10 9 9 9 8 9 1o 9 10 10 9.3
FF 9 9 3 10 ® 9 9 10 9 10 98
1 9 9 9 9 10 .- B $ 5 9 91
A § 9 10 10 8 10 10 9 8 10 9 9.4
KK 10 10 9 10 10 W0 10 10 10 10 9.9
LL 10 10 10 g 10 16 10 9 16 10 9,8
MM 9 9 10 10 9 ¢ 10 8 10 9 938
X-1 9 9 10 8 10 8 9 9 8 10 9.1
X-3 9 9 9 9 B 10 10 10 9 9 9.2
X-6 9 g 9 9 10 10 10 ¢ 9 10 9.4
Note: Rds, 6 - 10 on code A and X-1 had USA Special Engineers blasting caps. All
others had No, 8 elactric,

8.3 TableIll, 6" N-T-C

HE 5! _N-T-C Readings
Lode,  R&: 1 2 3 4 5 8 7 8 8 10 Average
A 6 5 5 4 1 8 5 4 3 4 .8
BBB 5 6 ¢ 7 6 & 6 6 7 9 :, 2
ccce 6 5 7 8 10 8 8 6 7 8 7.2
DD 7 7 7 n 8 8 6 T 8 7 7.2
EE 7 7 8 k| s 1 8 8 7 7 7.0
FF € 7 7 9 6 71 6 § 8 71 13
JJ ? 8§ 1 T 7 8 7 5 7 T 6.6
KK 6 T 7 8 7 8 T 8 6 7 6.8
LL 8 8 8 8 8 7 6 5 8 7 1.0
MM 8 7 7 7 8 1 7 & 6 8 6.8
X-1 8 7 8 7 T 1 7 7T 8 8 6.4
-3 7 8 6 7 8 7T 7 & 8 1 gn
X-6 8 8 7 7 T 7 7 T 7 6 6.7

Note: Rounds € - 10 on code A and X-1 had U3A Spectal Engineer: blasting caps.

All others had No. 8 zleciric.
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Note: Rds. 6 - 10 on code A and X-1 had USA Special Engineers blasting caps.
All others had No. 8 electric.
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8.4 TablelV, Calenary Diaphragm
HE .
Code R&e 1 2 3§ 4 6
A -~ 22 2 22 22
BBB ~-- 26 26 286 25
ccce -~ 24 24 26 25
DD .- a- 2 286 26
EE 24 .- 26 15 26
FF -~ -~ 286 3 28
1 4 24 - -~ 24
& - 27 27 26 25
KX -- 26 26 24 24
LL -~ 28 26 235 25
MM -~ 26 28 28 235
X-1 -~ 24 24 24
X-3 -- 25 20 24 24
X-6 - 26 2% 24 24

Confidential

23
36
26
35
26
26
P
a5
26
26
24
25
26

REBERNBRERBENY of

22 22.%
24 25.1
26 2§.¢
26 2b.9
26 26.6
26 26.8
- 24.4
25 26.7
27 25.1
25 25.3
a5 25.2
26 247
28 25.5
25 25.4
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